
  
DB-218

 

Technical specfications

 
Description
 
DB-218 is very efficient concert touring and large install horn loaded subwoofer enclosure containing two 18" LF 
drivers. Birch plywood cabinet is finished in black semi-matt textured paint and equipped with flush handles, steel grille, 
heavy duty wheels and Speakon NL4 connectors.

 
Feature  Applications

 
Dual 18”/460mm horn loaded 
High definition bass 
Fitted with handles and castors 
Water-based paint for environmental purpose

 Outdoor bass line source 
Live music entertainment venues 
Fixed installations

 

Type Double 18” horn loaded 
subwoofer

Frequency Response 45Hz-150Hz±3dB,-
10dB@ 40Hz

Drivers 2x18”(460mm) bass 
driver

Rated Power 1200W
Recommended 
Amplifier

1200-2400W into 4 
ohms

Sensitivity 105dB
Maximun SPL 132dB 

continuous,138dB peak
Nominal Impedance 4 ohms nominal
Dispersion(-6dB)
Crossover
Finish Textured black paint
Protective Grille Black perforated steel
Connectors 2×Neutrik speakon NL4
Fittings Top hat fitting
Dimensions(mm) (W)500mm(H)1322mm(

D)720mm
Weight 92KG
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